


























































































































































































































































































































































































































































































































































































Toe file An ASCII file released on 
each set of distribution media that 
identifies the media and lists all 
products and product subcomponents 
on the media. TOC files are restored 
to the Authorized Area subdirectory 
install/toe. 

uctnode A command, located in the 
/eom directory, that uncatalogs a 
node. uctnode removes a node's 
entry directory name from its local 
copy of the network root directory 

G-IO 

and optionally from the network root 
directory. 

umount A UNIX command, lo­
cated in the fete directory, that 
unmounts a previously mounted file 
system from a disk or storage mod­
ule. 

wbak A command used to write ob­
jects to removable backup media. 
wbak resides in the /eom and /usr/ 
apollo/bin directories. 



[] (brackets), use of, xi 
{} (braces), use of, xi 
I (vertical bar), use of, xi 

A 
a88k products 

defined, 1-7,10-50 
installing on m68k nodes, 10-23, 10-36 
merging with m68k products, 8-10 to 

8-12, 10-47 to 10-52 
version numbers of, 1-7 

aa. files. See selection files 
Access Control Lists. See ACls 
access rights. See ACls 
ACls (Access Control Lists) 

of Authorized Area, 1-4 
defined by release index, 11-8 
of installation tools, 9-5 
merging duplicate, 1-24 
modifying, vii 
non-preservation of during install, 10-28, 

12-4,12-5 
resetting with install, 10-19, 10-21 
resetting with install + +, 10-31, 10-33 to 

10-34 
activating override files, 5-9, 5-11, 11-14 to 

11-15 
active override files 

creating, 6-2 to 6-9, 10-4, 10-7 
defined, 11-14 

administrative components 
defined, 11-21 to 11-22 
loaded by minst, 10-44 to 10-45 
loading with rbak, 5-4 to 5-5 

administrative tasks, after Domain/OS in­
stall, 1-23 to 1-25 

advanced installation tasks, 11-2 
answering configuration questions, 10-14 to 

10-15 
Authorized Area, 1-3 to 1-6, 11-2 to 11-22 

ACls of, 1-4 
components of, 11-2 to 11-22 

B 

configuring products in, 5-12 to 5-21, 
10-8 to 10-15 

copying, 9-5 to 9-9 
creation of, 1-5 to 1-6, 1-17, 1-18 to 

1-19,5-4,10-42 
defined, 1-3 
distributing with links, 5-6 to 5-7, 9-10 to 

9-13 
excluding installation of files from, 10-27, 

11-20 
installing all products in, 10-20, 10-33 
installing products from, 5-22 to 5-26, 

10-19 to 10-41 
loading administrative objects into, 5-5, 

10-44 to 10-45 
loading products into, 5-4 to 5-11, 10-16 

to 10-18, 10-42 to 10-46 
loading tools into, 9-19 to 9-20 
log files, 10-25, 10-26, 11-19 
merging products in, 8-2 to 8-12 
moving, 9-5 to 9-9 
overview, 1-3 to 1-6, 9-2 to 9-4, 11-3 
removing, 1-25,9-14 to 9-16 
removing products from, 9-17 to 9-18 
removing /sau directories from, 1-24 

backing up, 1-9 to 1-11, 2-8, 2-22 
baseline directory, 10-27 to 10-28 
baseline files 

described, 10-27 to 10-28 
purging, 10-25, 10-38 
warning message, 12-6 

basic concepts, 1-2 to 1-13 
basic installation tasks, 1-2 
boot media, 1-8 
booting 

diskless, DSP, 2-18, 2-22 
diskless, workstation, 2-3, 2-8, 2-11 
from cartridge tape, 1-12 to 1-17 
from disk after install, 1-21, 2-17, 2-28, 

5-24 to 5-25, 10-30 
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C 
calendar program, 4-2 to 4-5 
cartridge tape 

booting from, 1-8, 1-12 to 1-17 
products distributed on, 1-8 
write-disabling, 1-13 to 1-14 
See also distribution media 

cataloging node, 1-23,2-17,2-29 
cf. files. See configuration files, default 
cfgsa tool, 10-3 to 10-7 

creating active override files with, 6-2 to 
6-9,10-4,10-7 

creating selection/override file pair with, 
7-2 to 7-3, 7-7 to 7-14, 10-3 to 10-4, 
10-6 

detailed description, 10-3 to 10-7 
examples, 6-6 to 6-9,7-10 to 7-14 
overview, 1-11 
restricting product configurations with, 

6-2 to 6-9 
closed environment, changing to open, 

10-21, 10-34 
cmpexe 

defined, 10-51 
products. See compound products 

cmpexe switch, mrgri, 10-47 
compatibility 

of installation tools and products, iii 
of SRI0.4 and machine types, 1-7 to 1-8 
of this manual and software, viii 

compound executable. See cmpexe; com­
pound products 

compound products 
creating, 8-10 to 8-12, 10-47 to 10-52 
described, 10-50 to 10-52 
size of, 10-51 
version numbers of, 10-51 

concepts, basic, 1-2 to 1-13 
config tool 

detailed description, 5-12 to 5-21, 10-8 
to 10-15 

example, 5-18 to 5-21 
overview, 1-10 
See also install + + tool 

Index-2 

configuration files, 11-16 to 11-17 
creating, 5-12 to 5-21, 10-8 to 10-15, 

10-32 
default, 10-20, 10-32, 11-16 
described, 1-10, 11-16 to 11-17 
distribution media and, 11-21 
as install argument, 10-20 
as install + + argument, 10-32 

configuration questions, answering, 10-14 to 
10-15 

configurations, product. See product configu­
rations 

configure command, config, 5-15, 5-19, 
10-10 

configuring products, 5-12 to 5-21, 10-8 to 
10-15. See also install + + tool 

constrain command, cfgsa, 6-3 to 6-4, 7-8 
to 7-9, 10-5 to 10-6 

constraining product configurations, 6-2 to 
6-9, 10-3 to 10-7 

copying Authorized Area, 9-5 to 9-9 
core installation tools, 1-9 
creating 

Authorized Area. See Authorized Area, 
creation of 

compound products, 8-10 to 8-12,10-47 
to 10-52 

configuration files, 5-12 to 5-21, 10-8 to 
10-15, 10-32 

hard links when installing, 10-24, 10-37 
override files, active, 6-2 to 6-9, 10-4, 

10-7 
product configurations, 5-12 to 5-21, 

10-8 to 10-15. See also install + + tool 
product subset, 7-2 to 7-18 
selection/override file pair, 7-2, 7-7 to 

7-14, 10-3 to 10-4, 10-6 
creeping on, 2-22, 2-29 
crp command, 2-22, 2-29 
ctnode command, 1-23,2-17,2-29 
custom product subset, creating and loading, 

7-2 to 7-18 
customization, product. See product customi­

zation 



Index 

D 
date, setting, 4-2 to 4-5 
deactivating override files, 11-15 
deinstalling 

product subcomponents, 10-19, 10-22, 
10-31, 10-34 to 10-35 

products, 5-27 to 5-29, 10-19, 10-22 to 
10-23, 10-31, 10-35 

deleting. See removing 
disk 

determining size of, 1-8 
initialization. See initializing disk 
volumes, logical, 1-8 

disk space 
checking by install, 10-23, 10-36 
recovering after Domain/OS install, 1-24 

to 1-25 
required by Domain/OS, 1-8, 2-5 to 2-6 
required by install execution, 10-29 
running out of, 1-20 

distaa tool, 10-16 to 10-18 
command-line options, 10-16 to 10-17 
distributing Authorized Area with, 5-6 to 

5-7 
examples, 5-10 to 5-11, 7-17,10-17 
loading products with, 5-7 to 5-8 
overview, 1-9 

distributing Authorized Area with links, 5-6 
to 5-7, 9-10 to 9-13 

distribution media, 1-8 
Authorized Area components and, 11-21 

to 11-22 
installation tools and, 11-21 
installing Domain/OS from, 1-2 to 1-25 
loading products from with distaa, 5-4 to 

5-11, 10-16 to 10-18 
loading products from with minst, 10-42 

to 10-46 
loading tools from, 1-6, 5-4 to 5-5, 9-19 

to 9-20 
toc (table of contents), 5-5, 10-44, 11-4, 

11-21 
types of, 1-8 
See also cartridge tape; floppy disks, mag­
netic tape 

dmtvol command, 2-16, 2-28 

DN10000. See Series 10000 node; a88k 
products 

doc directory 
on all nodes (linstail/doc), 10-28 
in Authorized Area, 5-5, 11-18, 11-21 

documentation. See manuals; online docu­
mentation; product release documentation 

Domain/OS 
cmpexe'd, 10-51 
configurations, 1-8 
deinstalling, 5-27 
disk space requirements, 1-8, 2-5 to 2-6 
distribution media, 1-8 
hard links and, 1-19 
machine types supported by, 1-7 to 1-8 
merging PSKs with, 8-7 to 8-9 
paging file size, setting, 3-2, 3-7 to 3-8 
release notes, 1-8, 2-5 to 2-6, 2-21 

Domain/OS, installing 
across network on invol'ed DSP, 2-2, 2-18 

to 2-29 
across network on invol'ed workstation, 

2-2 to 2-17 
from media on invol'ed node, 1-2 to 1-25 
as update, 5-2, 5-12 to 5-26 

Domain/OS updates 
configuring, 5-2, 5-12 to 5-21 
installing, 5-2, 5-22 to 5-26 
loading from media, 5-2, 5-4 to 5-11 

Domain Server Processor. See DSP 
DSP (Domain Server Processor) 

E 

installing Domain/OS across network on, 
2-2,2-18 to 2-29 

installing Domain/OS from media on, 1-2, 
1-4 

setting up for Domain/OS install, 1-6 

editing selection files, 5-6 to 5-7, 11-11 to 
11-12 

edns program, 1-10 
error messages, install, 12-2 to 12-5 
excludes.list file, 10-27, 11-20 
excluding files from installation, 10-27, 

11-20 
expect mode, minst, 10-45 to 10-46 
extensions to installation tools, vi to vii 
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F 
file 1 on media, 5-5, 11-21 to 11-22 
file permissions. See ACLs 
file version checking, 5-17, 10-11 
first node, installing Domain/OS on, 1-3 
floppy disks, 1-8 
font files, backing up, 1-11 
force install, 10-10 
force load, 10-17 
functional changes to installation tools, vi to 

vii 

G 
generate command, cfgsa, 7-9,10-3 to 

10-4, 10-6 

H 
hard links 

error message, 12-4 
installing Domain/OS with, 1-19 
installing products with, 10-24, 10-37 
minst and, 10-46 
modifying files and, 10-24 
removing Authorized Area and, 9-14 
removing product directories and, 9-17 
See also links, soft 

hardware compatibility checking, 10-23, 
10-36 

help directory, 11-6, 11-21 
help files, for installation tools, 5-5, 9-19, 

11-6,11-21 
.hlp files. See help files, for installation tools 
HP VUE, 1-25 

I,J, K 
initializing disk 

detailed description, 3-2 to 3-7 
example, 3-9 to 3-11 
not required by SR10.4, 1-4 
prior to Domain/OS media install, 1-12 to 

1-16 
prior to Domain/OS network install, 2-10, 

2-23 
inprot tool, obsolete, vii 
install checking command, config, 5-16 to 

5-17, 10-10 to 10-11 
install directory 

in Authorized Area, 1-3 to 1-4, 9-3 
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on every node, 1-4, 9-3, 10-27 to 10-28 
install tool, 5-22 to 5-26, 10-19 to 10-30 

command-line options, 10-19 to 10-25 
deinstalling product SUbcomponents with, 

10-19, 10-22 
deinstalling products with, 5-27 to 5-29, 

10-19, 10-22 to 10-23 
disk space checking, 10-23 
disk space required for execution, 10-29 
error messages, 12-2 to 12-5 
examples, 5-25 to 5-26, 5-29, 10-26 
link (soft) handling, 10-29 to 10-30 
log files, 10-25, 10-26, 11-19 
object checking, 10-10 to 10-11 
objects used/created on target, 10-27 to 

10-28 
overview, 1-10 
product customization and, 10-10, 10-24, 

10-30 
resetting ACL<; with, 10-19, 10-21 
warning messages, 12-2, 12-6 to 12-7 

install + + tool, 10-31 to 10-41 
command-line options, 10-31 to 10-39 
deinstalling product subcomponents with, 

10-31, 10-34 
deinstalling products with, 10-31, 10-35 
disk space checking, 10-36 
examples, 10-39 
installing Domain/OS with, 2-13 to 2-15, 

2-25 to 2-27 
overview, 1-11 to 1-12 
resetting ACL<; with, 10-31, 10-33 to 

10-34 
specifying product configurations for, 

10-40 to 10-41 
installation log files, 10-25, 10-26, 11-19 
installation messages. See messages, installa­

tion 
installation object checking, 5-16 to 5-17, 

10-10 to 10-11 
installation tools, 10-2 to 10-52 

ACL<; of, 9-5 
changes since SR10.2, vi to vii 
compatibility with software, iii 
directory for, 11-5 
distribution media and, 1-5, 11-21 
loaded by minst, 10-44 
loading of, overview, 1-6 



loading with rbak, 5-4 to 5-5, 9-19 to 
9-20 

online help for, 11-6, 11-21 
overview, 1-9 to 1-12 

installing, defined, 1-13 
invol program, 3-2 to 3-11 

example, 3-9 to 3-11 
finding number of logical volumes with, 

1-8 
initializing disk with, 1-12 to 1-16,2-10, 

2-23, 3-2 to 3-7 
setting paging file size with, 3-7 to 3-8 

ISP types 

L 

checked by install, 10-23, 10-36 
error message, related, 12-5 
explained, 1-7,10-50 
merging, 8-10 to 8-12,10-47 to 10-52 
See also a88k products; m68k products 

layered installation tools, 1-11 
layered products. See optional products 
link text, setting with cODfig, 5-14, 10-12 
links, soft 

distributing Authorized Areas with, 5-6 to 
5-7,9-10 to 9-13 

error messages, 12-3, 12-5 
installing products and, 10-10, 10-24, 

10-29 to 10-30 
warning message, 12-7 
See also hard links 

loading 
of administrative components by miDst, 

10-44 to 10-45 
administrative components with rbak, 5-4 

to 5-5 
defined,I-13 
Domain/OS with miDst, 1-18 to 1-20 
file 1, 5-4 to 5-5 
installation tools, 1-6, 5-4 to 5-5, 9-19 to 

9-20 
products with distaa, 5-4 to 5-11, 10-16 

to 10-18 
products with minst, 10-42 to 10-46 

log file, 
for all installs, 10-26, 11-19 
for remote installs, 10-25, 10-38 

IOLfile file, 10-26, 11-19 
logical disk volumes, 1-8 
Iprotect program, 5-23 

M 
m68k products 

defined, 1-7, 10-50 
installing on a88k nodes, 10-23, 10-36 
merging with a88k products, 8-10 to 

8-12, 10-47, 10-47 to 10-52 
version numbers of, 1-7 

machine types, supported by SRI0A, 1-7 to 
1-8 

magnetic tape, 1-8, 1-2 
manuals 

conventions used in, x to xi 
ordering, viii 
problems with, x 
related, vii to viii 
software compatible with this manual, viii 
See also online documentation; product 
release documentation 

master registry, 1-10, 1-22, 1-25 
MD. See Mnemonic Debugger 
media. See distribution media 
merge switch, mrgri, 10-47 
merging, 8-2 to 8-12, 10-47 to 10-52 

m68k and a88k products, 8-10 to 8-12, 
10-47 to 10-52 

patches, 8-4 to 8-6, 10-47 to 10-50 
PSKs with Domain/OS, 8-7 to 8-9, 10-47 

to 10-50 
restrictions, 10-52 

messages, installation 
error, 12-2 to 12-5 
warning, 12-2, 12-6 to 12-7 

miDst directory, 11-5, 11-21 
minst tool 

detailed description, 10-42 to 10-46 
installing Domain/OS with, 1-18 to 1-20 
overview, 1-11, 1-12 

Mnemonic Debugger (MD), operations at, 
1-12 to 1-17, 2-8 to 2-11 

mouDt command, 2-12, 2-24 
mounting target volume, 2-11 to 2-12, 2-24 
moving Authorized Area, 9-5 to 9-9 
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mrgri tool 
command-line options, 10-47 to 10-49 
detailed description, 8-2 to 8-12, 10-47 

to 10-52 
examples, 8-6, 8-9, 8-12, 10-49 
overview, 1-11, 8-2 to 8-3 
restrictions, 10-52 

mtvol command, 2-11 to 2-12, 2-24 

N 
netman program, 2-7, 2-20 
network ID, determining, 2-7 
network install of Domain/OS 

on invol'ed DSP, 2-2, 2-18 to 2-29 
on invol'ed workstation, 2-2 to 2-17 

new node, installing Domain/OS on, 1-2, 
2-2 

node ID 
assigned as node name by invol, 1-17, 

1-23 
determining, 1-23,2-7,2-20 

node name, determining, 2-6, 2-20 
NORMAL mode, 1-12,2-8 
not installed file, 10-28 
novk:e mode, minst, 10-45 to 10-46 
ns_helper, 1-10, 1-22, 1-25 

o 
object checking, installation, 5-16 to 5-17, 

10-10 to 10-11 
online documentation 

for installation tools, 5-5, 9-19 to 9-20, 
11-6,11-21 

for products. See product release docu­
mentation 

open environment, changing to closed, 
10-21, 10-34 

optional products 
configuring, 5-2 to 5-3, 5-12 to 5-21 
installing, 5-2 to 5-3, 5-22 to 5-26 
loading from media, 5-2 to 5-3,5-4 to 

5-9,5-11 
See also minst 

ov. files. See override files 
override files, 11-13 to 11-15 

activating, 5-9, 5-11,11-14 to 11-15 
creating active, 6-2 to 6-9, 10-4, 10-7 

Index-6 

creating override/selection file pair, 7-2, 
7-7 to 7-14,10-3 to 10-4, 10-6 

deactivating, 11-15 
described, 11-13 to 11-15 
distribution media and, 11-21 

overrides directory 
active override files in, 10-4, 10-7, 11-14 
excludes.list file in, 10-27, 11-20 
See also overrides files; cfgsa 

overriding product customization. See prod­
uct customization, overriding 

P,Q 
.p version numbers, 1-7 
paging file, setting size of, 3-2, 3-7 to 3-8 
partner node 

overview, 2-3, 2-18 
requirements, 2-7, 2-19 to 2-20 

patches 
configuring, 5-2 to 5-3, 5-12 to 5-21 
defined, 1-8 
deinstalling, 5-28 
distribution media for, 1-8 
installing, 5-2 to 5-3, 5-22 to 5-26 
loading from media, 5-2 to 5-3, 5-4 to 

5-9,5-11 
merging, 8-4 to 8-6, 10-47 to 10-50 

permissions. See ACLs 
preservation of ACLs by install, 10-28 
preserve.list file, 10-28 
preserving files on target node, 10-28 
printer configuration files, backing up, 1-11 
PRISM architecture, 1-7 
product configurations 

creating, 5-12 to 5-21, 10-8 to 10-15. 
See also install + + tool 

Domain/OS, 1-8 
installing, 5-22 to 5-26, 10-19 to 10-41 
removing restrictions on, 11-15 
restricting, 6-2 to 6-9, 10-3 to 10-7 
size checked when installed, 10-23, 10-36 

product customization (on target nodes) 
error messages, 12-3, 12-5 
minst and, 10-46 
overriding, 10-10, 10-24, 10-30, 10-37 

to 10-38 
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product release directories 
described, 11-7 to 11-9 
distributing with links, 5-6 to 5-7,9-10 to 

9-13 
removing, 9-17 to 9-18 

product release documentation 
described, 11-18 
distribution media and, 11-21 
installed on all nodes, 10-28 
loading from media, 5-4 to 5-5, 10-44 

product release indexes 
described, 1-7,11-8,11-21 
loading with rbak, 7-2, 7-4 to 7-6 

product subcomponents 
deinstalling, 10-19, 10-22, 10-31, 10-34 

to 10-35 
distributing with links, 5-6 to 5-7 
removing from Authorized Area, 1-24, 
7-3. See also product subset, creating and 
loading 

product subset 
creating and loading, 7-2 to 7-18 
described, 11-10 to 11-12 
loading predefined, 5-8,10-16 to 10-17 

Product Support Kits (PSKs) 
configuring, 5-2 to 5-3, 5-12 to 5-21 
defined, 1-8 
installing, 5-2 to 5-3, 5-22 to 5-26 
loading from media, 5-2 to 5-3, 5-4 to 

5-9 
merging with Domain/OS, 8-7 to 8-9, 

10-47 to 10-50 
products 

cmpexe'd. See compound products 
compound. See compound products 
defined, 1-6 
optional. See optional products 
overview of role in installation model, 1-6 

to 1-8 
types of, 1-8 

PSKs. See Product Support Kits 
purging baseline files, 10-25, 10-38 

R 
RAJ media label, iii 
rai_ad_temp files, 10-28, 12-4, 12-5 
rbak command 

invoked by minst, 10-44 

loading administrative components with, 
5-5,5-10 

loading release index with, 7-5 to 7-7 
loading tools with, 5-5, 9-19 to 9-20 
restoring files after invol with, 1-22 

reanswer command, config, 5-16, 10-11 
rebooting. See booting 
reconfigure command, config, 5-15, 10-12 
registry, 1-10, 1-22, 1-25 
release directories. See product release direc­

tories 
release documentation. See product release 

documentation 
release index files. See product release in­

dexes 
release notes, 1-8,2-5 to 2-6, 5-6, 5-22. 

See also product release documentation 
remote installations, 10-25, 10-38, 12-7 
removing 

Authorized Area, 1-25,9-14 to 9-16 
installed product subcomponents, 10-22, 

10-34 to 10-35 
installed products, 5-27 to 5-29, 10-22 to 

10-23, 10-35 
product configuration constraints, 11-15 
product subcomponents from Authorized 

Area, 1-24,7-3 
products from Authorized Area, 9-17 to 

9-18 
{sau directories from Authorized Area, 

1-24 
resetting ACls, 10-19, 10-21, 10-31, 

10-33 to 10-34 
restoring files, after Domain/OS install, 

1-22. See also loading 
restricting product configurations. See prod­

uct configurations, restricting 
rgy_create utility, 1-25 

S 
salad program, 1-24 
{sau directories 

corresponding machine types, 1-7 to 1-8 
explained, 1-8, 1-24 
minst and, 1-24, 10-46 
removing from Authorized Area, 1-24 
required on partner node, 2-7, 2-20 
supported by SR10.4, 1-7 to 1-8 
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save command, cfgsa, 6-4 to 6-5, 10-4, 
10-7 

selection files, 11-10 to 11-12 
argument to distaa, 5-8, 10-16 
creating, 7-2, 7-7 to 7-14, 10-3 to 10-4, 

10-6 
described, 11-10 to 11-12 
distribution media and, 11-21 
editing, 5-6 to 5-7,11-11 to 11-12 

Series 10000 node 
installing m68k products on, 10-23, 10-36 
ISP type of, 1-7, 10-50 
See also a88k products 

Server Processor Manager (spm), 10-25, 
12-7 

SERVICE mode, 1-12,2-8 
set linkprompt command, config, 5-14, 

10-12 
setprot tool, vii 
setting 

date, time, time zone, 4-2 to 4-5 
install object checking, 5-16 to 5-17, 

10-10 to 10-11 
link text for config, 5-14, 10-12 
paging file size, 3-2, 3-7 to 3-8 

shutting down node, 1-12,2-8 
skipping install + + configuration, 10-36 to 

10-37 
soft links. See links, soft 
source area. See Authorized Area 
spm (Server Processor Manager), 10-25, 

12-7 
SRI0A 

disk initialization and, 1-4 
distribution media, 1-8 
machines types supported by, 1-7 to 1-8 
See also Domain/OS 

stand-alone node, installing Domain/OS on, 
1-3 

startup files, backing up, 1-11 
stop command, config, 10-14 
storage modules, not supported by SRI0A, 

1-7, 2-2 
subcomponents. See product sUbcomponents 
subsets. See product subset 
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symbolic links. See links, soft 
syntax, conventions used, x to xi 

T 
table of contents, media. See toc files, media 
tape. See cartridge tape; distribution media; 

magnetic tape 
target list file, 10-21, 10-32 
target node, /install directory on, 1-4, 9-3, 

10-27 to 10-28 
TCPIIP, 1-11, 1-25 
Tech Pubs Connection, x 
templates directory 

configuration files in, 11-16 
contents of, 11-3 
distribution media and, 11-21 
loading from media, 5-5,10-44 
override files in, 11-14 
selection files in, 11-10 

test install, 10-23, 10-25, 10-36, 10-39 
time, setting, 4-2 to 4-5 
time zone, setting, 4-2 to 4-5 
toc files, media, 5-5, 10-44, 11-4, 11-21 
tools directory, 9-19 to 9-20, 11-5, 11-21 
tools, installation. See installation tools 

U 
umount command, 2-16, 2-28 
UNIX configuration files, backing up, 1-11 
UNIX extensions, backing up, 1-11 
unmerging products, 10-52 
unmounting target volume, 2-16, 2-28 
updating products 

overwriting customization when, 10-24, 
10-37 

preserving files when, 10-28 
release index required for, 11-8 
setting object checking for, 5-16 to 5-17, 

10-10 to 10-11 
soft links and, 10-29 to 10-30 
updating all installed products, 10-20, 

10-39 
user files 

backing up, 1-10 
restoring, 1-22 



V 
version checking, install, 5-17, 10-11 
version numbers 

of a88k/m68k products, 1-7 
of compound (cmpexe) products, 10-51 

w,x,Y,Z 
warning messages, install, 12-2, 12-6 to 

12-7 
wbak command, 1-8, 1-9 to 1-11 
write-disabling cartridge tape, 1-13 to 1-14 
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