
























































































































































DN100XO 
Add-On Options For: DSP100XO Prerequisites: 
Processors: 
X-AOO-PROC Add-on processor • o N/O S P 100XO 

Graphic Subsystems: 
X-GRA-E-* 8pl elr 1024x800 graphics subsystem • OSP100XO 
X-GRA-G-* 40pl VS 1280x1024 graphics subsystem • ON/OSP100XO 
X-GRA-H-* 80pl VS 1280x1024 graphics subsystem • ON/OSP100XO 
X-A-NTSC-O} NTSC Format Video Output Board • ON/OSP100XO 
X-A-PAL-O PAL Format Video Output Board • wf40 or80 pi 

Storage Devices: 
X-A-348FA 348MBd;,k } • ON/OSP100XO 
X-MS0348FA 348MB disk w/ctlr 2 disks per etlr unstripped • ON/OSP100XO 
X-A-700FA 700MB d· k 1 disk per etlr stripped • ON/OSP100XO IS max �~� 4 disks 
XMS0700FA 700MB disk w/ctlr • ON/OSP100XO 
X-AOO-TC SCSI cart. tape drive} • X-AOO-TFC or J06 
X-AOO-TFC SCSI ctlr Imax.2persys) • ON/OSP100XO 
X-A-7000* Mult.diskexp.2x700MB } 1 • ON/OSP100XO 
XMS07000* Mult. disk expo 2x700M B w/2 ctlrs Imax. per sys) • ON/OSP100XO 
X-A-6250* 1600/625 bpi W'tape drive } 2 • X-AOO-TFC or J06 
X-AOO-EX* 8mm drive in single exp module Imax. persys) • X-AOO-TFC or J06 

REQUIRES LA 43xxxx 

X-A-700Q* Mult.dis exp.4x700MB } 1 • ON/OSP100XO 
XMS0700Q* Mult. disk exp.4x700MB w/2 ctlrs Imax. per sys) • ON/OSP100XO 
X-OBEXP*+ 8mm drive in single exp module • X-AOO-TFC or J06 

w/LA430BB + + Must specify media type. 

Memory: 
X-ADO-16MB 16MB add-on memory • ON/OSP100XO 
X-A-16M-EXT Field Installed 16MB daughter board with 

memory mother board • Series 10000 
X-A-64M-EXT Field Installed 64MB daughter card with 

memory mother board • Series 10000 
�X�-�A�~�O�-�6�4�M�B� 64MB add-on memory • ON/OSP100XO 
�X�-�A�~�O�-�9�6�M�B� 96MB add-on memory • ON/OSP100XO 

Communications: 
V-NET-ATR Apollo Token Ring ctlr-VME Imax. �~� 2) • ON/OSP100XO 
VNETETHPLUS 802.3 Network etlr-VME Imax. �~� 2) • ON/OSP100XO 
V-NET-ITR 802.5 Network ctlr-VME Imax. �~� 2) • ON/OSP100XO 
X-COM-SCAT Intelligent comm. ctlr • ON/OSP100XO 
KIT-CENT-PC Parallel interface kit • ON/OSP100XO 

Country Kits & Kbds: 
A-LPFK-* Lighted Programmable • ON100XOwl 

function keyboard Oomain/PHIGS 
application sfw 

* = Country Code Must Be Specified. See Inside Back Cover. 
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LP26, Laser Print 800, Multi-Mode, Color Print 300 and LaserJet liP Printer 
Product! 
Opt. No. Description Prerequisites 
LP26C-A 8" floppy Domain/Laser-26 high quality laser Any MULTI BUS-based 

-B 5'/4' floppy printer with MULTI BUS Parallel Apollo node. 
-C magtape Interface Kit bundled as part ofthe 
-D cartridge configuration. PostScript Interpreter is SR9.7.1 

integrated into the printer's controller. 
LP26C-50-A 8" floppy Paper Size A,A4, Band A3 

-B 5W'floppy 
-C magtape 
-D cartridge 

LP26S-A 8" floppy Domain/Laser-26 high quality laser Any Apollo node with 
-B 5'/4" floppy printer. PostScript Interpreter is Serial RS232-C or 
-C magtape integrated into the printer's controller. Parallel port. 
-D cartridge Paper Size A,A4, Band A3 

LP26S-50-A 8" floppy Note: For parallel operation use the 
-85W'floppy appropriate parallel interface kit 
-Cmagtape (KIT -CENT). Must be installed by 
-D cartridge customer service. 

LP26-SPE9-B 5W'floppy Domain/Laser-26 high quality laser Any ATbus-based 
-D cartridge printer with PC/AT Parallel Interface Kit. Apollo node except 

PostScript Interpreter is integrated into the DN10000. 
LP26-SPE950-B 5W'floppy the printer's controller. 

-D cartridge Includes A-ADD-SPE,A-CBL-SPE and 
SPE software. 

LP8009ABA-B* 8" floppy 2108 Laser Printer with country-specific SR9.7.1 
-D* cartridge power cord, Serial cable and Release Any Apollo based 

Notes. node with serial 
NOTE: For parallel operation use RS-232. 
KIT-CENT. Must be installed by 
customer service. 

LP80010-ABA* 2108 Laser Printer with country-specific SR10 
power cord,Serial cable and Release 
Notes. No media included. 
NOTE: For parallel operation use the 
appropriate interface kit for 
ATBUS-based nodes (KIT-CENT). Must 
be installed by customer service. 

HCD-MMP Multi-Mode dot matrix printerwhich RS-232 serial port. 
HCD-MMP-50 prints in near letter quality, draft, and 

graphics (plot) modes. It uses one 
asynchronous RS232-C port. 
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Hard Copy Devices (Continued) 
LP26, Laser Print 800, Multi-Mode, Color Print 300 and LaserJet liP Printer 
Product! 
Opt. No. Description Prerequisites 
33471 A LaserJet liP printer. Prints maximum 4 LaserJet liP 

pages perminute,at300 dpi resolution. PostScript Interface, 
Includes 512KB of standard internal PostScript printer 
memory, RS-232/422 and Centronics cartridge 2MB 
parallel interface ports.Accesstothe memory upgrade and 
PostScript Page Description Language SR1O.1 and up are 
and 35 Adobe typefaces are available required for Domain 
through an optional plug-in cartridge. workstations. 

33439PABA PostScript Printer Cartridge (English Requires LaserJet liP 
Version! for LaserJet liP printer. Plugs printer with at least 
into font cartridge slot of LaserJet liP 2.5MB of memory. 
printer and provides a simple and 
relatively inexpensive means for adding 
PostScriptcapabilitytothe standard 
LaserJetllP printer. The cartridge offers 
true authentic Adobe PostScript 
including 35 residentAdobetypefaces. 

33439PABD PostScript cartridge for LaserJet lip, 
German version. 

33439PABE PostScript cartridge for LaserJet lip, 
Spanish version. 

33439PABF PostScript cartridge for LaserJet lip, 
French version. 

33439PABS PostScript cartridge for LaserJet lip, 
Swedish version. 

33439PABC PostScript cartridge for LaserJet lip, 
Italian version. 

33474B 1MB memory upgrade board for Standard 512KB W liP 
LaserJet liP printer. memory must be 

increased in 2MB 
increments when 
PostScript printer 
cartridge is installed. 

33475B 2MB memory upgrade board for 
33472A Optional lower cassette (Letter size 

paper tray!. 
33472AB Optional lower cassette (A4-size paper 

tray!. 
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Hard Copy Devices (Continued) 
LP26, Laser Print 800, Multi-Mode, Color Print 300, and LaserJet liP Printer 
Product! 
Opt. No. Description Prerequisites 

CGP-ABA* ColorPrint300 color graphics printer. Any ATbus-based 
U.S. Version. Does not include interface node with KIT-CENTor 
kit. any DN5xxt with 
NOTE: Not recommended for use on KIT-CENT-MB SRS.7.I, 
DSPBO or DSPSO. SRlO. 

C~PS-MBABAB* 5W' floppy Color Print 300 color graphics printer SRS.7.1 
D* ca rtridge and MultiBus Parallel Interface Kit. Any MULTIBUS based 

Includes documentation and power Apollo node. 
cord. KIT-CENT-MB is bundled into 
system. 
NOTE: Not recommended for use on 
DSPBO or DSPSO. Must be installed by 
customer service. 

CGPlO-MBABA* Color Print300 color graphics printer SRIO 
and MultiBus Parallel Interface Kit. Any MULTI BUS based 
Includes documentation and power Apollo node. 
cord. KIT-CENT-MB is bundled into 
system. 
NOTE: Not recommended for use on 
DSPBO or DSPSO. Must be installed by 
customer service. 

CGPS-ATABAB* 5W' floppy Color Print 300 color graphics printer Any ATBUS-based 
D* cartridge and ATbus Parallel Interface Kit. node SRS.7.1,SRI0 or 

CGPIOATABAB* 5W' floppy Includes documentation and power above. 
D* cartridge cord. KIT -CENT is bundled into system. 

CGPP-ATABAC* mag tape NOTE: S= SR90rSR9.7.I,10= SRIO, 
P=PRISM 

*Localization which must be specific by National Version option ABA in the U.S. 
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Hard Copy Devices (Continued) 
Printer Interface Kits 
Product! 
Opt. No. Description Prerequisites 
KIT-CENT-PC cartridge only Parallel Interface Kitfor ATBUS-based PRISM 

KIT-CENT10B 5W'floppy nodes. Will support Centronics Parallel, SR10 
o cartridge or Versatec differential or Versatec TTL 

SR9.7 output port. Kit includes a Centronics 
KIT-CENT9-B 5'14"floppy parallel cable and an ATbus controller Any ATbus-based 

-0 cartridge board with the software drivers for Apollo node 
SR9.7.1, SR10 Motorola and SR10 
PRISM. 

NOTE: KIT-CENT-PC = PRISM, 
10 = SR10,9 = SR9.7 or SR9.7.1 

KIT-CENT-MB Parallel Interface Kitfor SR10 
MULTI BUS-based systems. Will SR9.7 
support Centronics Parallel or Versatec 

Any MULTIBUS-based differential or Versatec TTL output port. 
Kit includes a Centronics parallel cable Apollo node. 
and a MULTI BUS controller board with 
software drivers for SR9.7 and SR1O. 

KT4692AT9B 5'14" floppy TEKTRONIX 4692 Oriverwith SPE PC/AT Any ATbus-based 
o cartridge Parallel Interface kit. Includes Apollo node except 

A-AOO-SPE,A-CLB-SPE cable and SPE the ON10000. 
software. SR9.7 

Tek4692 
KT 4692M B9A 8" floppy TEKTRONIX 4692 Oriverfor Any MULTI BUS-based 

B 5'14' floppy MULTI BUS-based systems. Kit includes Apollo node. 
o cartridge MULTIBUS controller board, parallel SR9.7 

cable, and Tektronix 4692 software 
driver. 

K2244 25 feet, serial interface cable. Connects the RS-232C port on the 
ON2500, ON3010, ON3500, ON3550, ON4000, ON4500 and ON10000 
workstations tothe LaserJet liP printer. 
(Can be ordered through the AD C) 

0-17932-0 LaserJet liP PostScript Printer installation instructions. 

Printer Add-Ons 
A-AOO-SPE SERIAUPARALLEL EXPANSION board Any ATbus-based 

for PC/AT bus systems. Adds 2 serial Apollo node except 
and 1 Centronics parallel port. Interface the ON10000. 
Kitincludes SPE controller board,9to 
25 pin RS232-C serial adapter cable and 
user documentation. 

A-CBL-SPE Centronics parallel adapter cable for A-AOO-SPE 
use with Serial/Parallel expansion 
board,A-AOO-SPE. 

AOO-CGPMEM 4MB Add-on memory for CoiorPrint300 CGp,CGP-ATor 
which can have a total of 12MB of CGP-MB. 
memory. 

NOTE: Available through Apollo Direct 
Channel (ADC) only on a lead time 
basis. Must be installed by Customer 
Service. 
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Hard Copy Devices (Continued) 
HP-Apollo Supported Hardcopy Printers 
Price Listed. Software in SR10.& Fully Supported by Customer Service 
Make/Model Printer Interface Device Speed Resolution 

Type 
ApolloCP300 Thermal wax Parallel 11/2 minutes 300dpi 

Tek4693DX Color per page 
Apollo-LP800 Laser RS232 8ppm* 300dpi 

TI2108 Parallel 
Apollo-LP26 Laser RS232 26ppm* 300dpi 

DP2665LZR Parallel 400 cps draft 721144dpi 
LaserJet liP Laser RS232 4ppm* 300dpi 

Parallel 
Apollo-MMP Dot matrix RS232 400 cps draft 721144dpi 

impact l00cpsLQ 

Make/Model Paper File 
Size Type 

ApolloCP300 81/2X 11 Bitmap 
Tek4693DX 81hx14 

Apollo-LP800 81/2 X 11 Text, Bitmap 
TI2108 

Apollo-LP26 81hxll Text, Bitmap 
DP2665LZR 

LaserJet liP 81hx 11 Text, Bitmap 
Apollo-MMP 8-Wlsinch 

Genicom fanfold 
NOTE: 
*A page is defined as a maximum of 2500 characters with 4 fonts or a maximum of 4000 characters with 
one font 

**Alliaser printer device names should be postscript with model as shown for the configuration file for 
SRIO. 
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Network Controllers 
Product! 
Opt. No. Description Prerequisites/Notes 
V-NET-ATR Add-on Apollo Token Ring DN100XO 

Controlier-VMEforthe DN100XO. 
Includes: Network controller board, 
cable and installation documentation. 

V-NET-ETH Add-on 802.3 Network Controller-VME 9.7 or later 
forthe DN5XXTworkstations and VME and DN570T, 
servers. DN580Tand DN590Tor 
Includes: Network controller board, DSP50OT. 
cable and installation documentation. 

VNETETHPLUS Add-on 802.3 Network Controller-VME DN100XO 
forthe DN100XO. 
Includes: Network controller board, 
cable and installation documentation. 

A-NET-ATR Add-on Apollo Token Ring network Series3XXX 
controller for all AT-BUS nodes. Series4XXX 
Includes: Network controller board and Series2XXX 
installation documentation. 

A-NET-ETH Add-on ETHERNET/IEEE 802.3 network SR9.S or later 
controller for all AT -BUS nodes. Series3XXX 
Includes: Network controller board and Series4XXX 
installation documentation. Series2XXX 

A-NET-ITR Add-on I BM Token Ring network SRlD.l or later 
controller for AT-BUS nodes. ON/DSP3500 
Includes: Network controller and DN/DSP3550 
documentation. DN/DSP4000 

DN/DSP4500 
Series2XXX 
Note: DN35XX and 
DN40XX purchased 
before 1/1189 may 
require hardware 
modifications priorto 
being upgraded. 

ANETITR3K-B Add-on I BM Token Ring network SR10.l 
ANETITR3K-D controller for AT-BUS nodes. DN/DSP3000 

Includes: Network controller, DN/DSP3010 
documentation and software. DN/DSP3010A 
Available on 5.25" floppy or cartridge (Supported at SR10.2 
tape. only) 

Note: DN3000's may 
require boot prom. 

NOTE: Call the Apollo Direct Channel 1-800-225-5290 forthe appropriate wall to workstation cable informa!c 
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Communications Controllers 
Product! 
Opt. No. Description Prerequisites/Notes 
COM-X259-B Domain X.25 Gateway, PNA, MBUS. DSP80, DSP80A, and 
COM-X259-D Synchronous Hardware controller, DSP90. 
COM-X2510-B mounts in a DSP80, DSP80A, DSP90, Note: Incompatible 
COM-X2510-D PNAorMBUS. with SFW-X25 and 

Includes: dual synchronous lines, full SC-At 
X.25 software with extensions,and 2 
modem cables. 

SCAT Intelligent communications controller SR9.7 or SR9.7.1 or 
See Below that mounts in a DN3XXX or DN4XXX SRlO 

series node. It provides 2 serial, high DN3XXX or DN4XXX 
speed ports for SNA or X.25 

Note: If additional communications. It supports one of4 
physical interfaces for each port. cables are required 

Includes: 2 interface cables which 
after board receipt, 
they must be ordered 

must be specified from the list below. through ADC. 
Available only with 5.25" floppy or 
cartridge tape. 

CABLE 1 CABLE 2 
SCAT9-N-N-B SCAT10N-N-B No Cable No Cable 
SCAT9-N-N-D SCAT10N-N-D No Cable No Cable 
SCAT9R2-N-B SCAT10R2N-B RS232 No Cable 
SCAT9R2-N-D SCAT10R2N-D RS232 No Cable 
SCAT9R2R2-B SCATlOR2R2B RS232 RS232 
SCAT9R2R2-D SCATlOR2R2D RS232 RS232 
SCAT9R2R4-B SCATlOR2R4B RS232 RS422 
SCAT9R2R4-D SCATlOR2R4D RS232 RS422 
SCAT9R2-V-B SCAT10R2V-B RS232 V.35 
SCAT9R2-V-D SCAT10R2V-D RS232 1135 
SCAT9R4-N-B SCAT10R4N-B RS422 No Cable 
SCAT9R4-N-D SCAT10R4N-D RS422 No Cable 
SCAT9R4R4-B SCAT10R4R4B RS422 RS422 
SCAT9R4R4-D SCAT10R4R4D RS422 RS422 
SCAT9R4-V-B SCATlOR4V-B RS422 1135 
SCAT9R4-V-D SCATlOR4V-D RS422 1135 
SCAT9-V-N-B SCATlOV-N-B V.35 No Cable 
SCAT9-V-N-D SCATlOV-N-D V.35 No Cable 
SCAT9-V-V-B SCATlOV-V-B V.35 1135 
SCAT9-V-V-D SCATlOV-V-D V.35 1135 

Serial Communication Cables 
Product! 
Opt. No. 
CB-SYNC-232 
CB-SYNC-449 
CB-SYNC-V35 

Description 
RS-232 replacement cable. 
RS-449 replacement cable. 
1135 replacement cable. 
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for Serial Controller-At 



Bridges & Routers 
Product! 
Opt. No. Description Prerequisites/Notes 
COM-DFL Oomain/OFL-l00 Fiber Optics Line Note: 2 are required 

which links Apollo Token Rings together for complete link. 
using fiber optics .. 

COM-OFL-R Oomain/OFL-l00-R Redundant Fiber Note: 2 are required 
Optics Link which links Apollo Token for a complete 
Rings together using fiber optics. Used redundant link. 
as part of a redundant Domain/DFL-l00 
link. Also contains a connector cable to 
connectto a primary Domain/OFL link. 

COM-BRG-A Domain/Bridge-A (Tl)lnternetwork Note: 1 is required in 
Router is an intelligent communications each network. 
controller that provides a 1544 Mbps 
connection between Apollo networks 
over Tl facilities. It mounts in a 
dedicated OSP80A or DSP90 and 
provides a single RS-449 interface to Tl 
channel access equipment. 

Includes: 25' Router to channel access 
unit cable. 

COM-BRG-B Domain/Bridge-B (Coax) Internetwork Note: 1 is required in 
Router is an intelligent communications each network. 
controller that provides a connection 
between Apollo networks over coax 
cable. It mounts in a dedicated DSP80A 
or DSP90. 
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Every Apollo system comes equipped with a LAN controller at no addi­
tional charge. This is an integral part of an Apollo workstation due to 
its distributed file system which was designed for use in a networked 
multinode environment. There are three types of network controllers 
available for running native Domain Distributed Services: 12Mbps Apollo 
Thken Ring, lOMbps IEEE 802.3 Ethernet, or 4Mbps IEEE 802.5 (IBM) token 
ring. Multiple network controllers (of any type) can be supported simul­
taneously in any of the Series 3500,3550, or 4500 products to support 
internetworking routing. 

PC Integration Products 
PC Coprocessor 
Product! 
Opt. No. Description Prerequisites/Notes 
A-Aoo-PCC PC Coprocessor Board which provides Series 3XXX or 

an IBM PC/AT compatible MS-DOS Series 4XXX with one 
environment, in a window. free AT bus slot 
Includes: controller board,software SR9.7 or later 
license, media and documentation. (SR9 and SRlO) 

Available only on 5.25" 
floppy. 

PC Interconnect 
Product! 
Opt. No. Description Prerequisites/Notes 
CoM-PCI-RGB PCI-Ring client: Apollo Token Ring 

Controller and client software for direct 
connection of IBM PCIXT, PC/ATor PCIXT, PC/AT or compatible personal computers to compatible running Apollo Token Ring network. MS-DOS 3.1 or 
Includes: controller board, greater. 
documentation and PC software. Available only on 5.25" 

CoM-PCI-ETB PCI-Ethernet client: 3 Com Etherlink II floppy. 
Controller board and client software for Also requires direct connection of IBM PClXTor 
PC/AT and other compatible personal PCI-Server software 

computers to Apollo's ETHERNET LA490xxxx on Apollo 

network. workstation or server 

Includes: controller board, 
documentation and PC software. 

84 



For convenient use in various nations throughout the world, Apollo prod­
ucts are offered in specific national versions called Country Kits. Each 
national version provides appropriate keyboard, keyboard cable, mouse, 
country specific power cord and keyboard cover. 

Option National Version 

ABA North America* 
ABD Germany* 
ABF France* 
ABG Australia 
ABH Netherlands 
ABN Norway* 
ABP Switzerland* 
ABS SwedenlFinland* 
ABT Israel 
ABU United Kingdom* 
ABY Denmark* 
ABZ Ita1y 

*Indicates available with Multinational Keyboard 

NOTE: 
1) Ensure that Country Kit model numbers are noted correctly. 

If you are ordering a workstation Country Kit, you must order a 
DNxCK-

If you are ordering a Country Kit for a server product, you must 
order DSPCK-

2) Option ABA is the North American national version country kit only. 
3) If a Country Kit other than the ABA (North American version) 

is selected, it must be ordered as a Sub-Item within the same 
Configuration. 

e.g. DN2CK-ABJ (Japan) 
(without multinational keyboard) 

DN2CK-ABJ-l 
(with multinational keyboard) 
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