








addressing error, or translate check in the 2821 
buffer. Punch Check is also turned on if these 
errors occur during a PFR Read operation. This 
indication is reset by the next command. 

Feed Stop (Sense-Bit 1, Intervention Required) is 
turned on when the punch motor is stopped by a 
card jam, a misfeed, or a punch-clutch failure. 
Feed Stop is turned off by the NPRO key. 

End-of-File (installed in the punch feed only when 
the 2540 is equipped with the special feature) 
PFR turns on when the punch end-of-file key has 
been pressed, activating the punch-feed end-of­
file circuits. If the punch stop key is pressed, 
the punch end-of-file light will go out and the 
circuits will be deactivated. 

Common Indicator Lights 

Transport (Sense-Bit 1, Intervention Required) 
indicates a card jam in the transport area of the 
2540. This light goes out when the jam is cleared 
and the covers are closed. 

Power indicates that the 2540 is being supplied with 
dc power. 

Stacker (Sense-Bit 1, Intervention Required) indicates 
that anyone of the five stackers is filled. 

Fuse indicates that a signal fuse in the 2540 has 
blown. A blown fuse must be replaced by a fuse 
of the sam,e size. An IBM Customer Engineer 
should be notified whenever a fuse has blown, 
because this could indicate a malfunction in the 
2540 circuitry. 

OPERATING AND RESTART PROCEDURES 

Initial Start 

To begin operation with the 2540 reader: 
1. Perform a NPRO operation by opening the 

joggler gate, emptying the hopper, and 
pressing the reader start key to ensure that 
no cards are left in the feed. 

2. Load the desired cards into the hopper of the 
file-feed magazine, and close the joggler gate. 
Card decks less than one-inch thick should be 
placed directly in the hopper with the card 
weight; larger decks can be placed in the file­
feed magazine. 

3. Press the reader start key. 
To begin operation with the 2540 punch: 

1. Perform a NPRO operation by emptying the 
hopper and pressing the punch start key. 

2. Load the desired cards into the punch hopper. 
3. Press the punch start key. 

Restarts from Error Conditions 

The 2540 uses the flexible System/360 command set; 
therefore, different external error conditions can 
each require different restart procedures, depending 
on whether the 2540 operation is reading, punching, 
or PFR. If the program provides some programmed 
message to indicate the 2540 sense conditions, (type­
out, printout, system console display, etc.) the 
operator can use this message to determine which 
specific restart procedure he should follow. To 
locate the error card for read-check and validity­
check errors, the operator should be familiar with 
the type of processing used by the program: that is, 
whether the program is reading and stacking each 
card with a single command, or delaying the stacker 
selection until the data from the card is analyzed. 

Figures 6 and 7 show the various 2540 error 
indications and appropriate restart procedures for 
standard operations, for PFR operations, and for 
2540 Compatibility-mode operations. The procedures 
in Figure 7 assume that the I/O-Check-Stop switch 
on the system console is on. External indications and 
channel indications are included in both figures. 
The programmer should display the sense indications 
to the operator. 

NOTE: The punch end-of-file key, installed as 
part of the 2540 Punch-Feed-Read special feature, 
should not be used when the 2540 is operating in 
2540 Compatibility mode. 

Jam Removal 

The operator can gain access to the top of the read 
feed, transport and stacker area, and punch feed by 
raising the top covers of the 2540. He can remove the 
read-check brushes, the read brushes, the punch­
check brushes, and the P FR brushes, as necessary, 
to free jammed cards (Figure 8). 

If brushes must be removed, avoid contact be­
tween the brushes and any other part of the machine. 
Such contact can damage the brushes or blow a fuse. 
When replacing these brushes, the locking pins should 
be snapped into place before a restart is attempted. 
A series of reader checks or punch checks upon 
restarting could indicate damaged or improperly 
positioned brushes. 

Jams in the punch unit could require the operator 
to open the front cover of the punch feed, crank the 
punch clutch to a setting between 3350 3:nd 3500

, re­
move the plastic chip funnel, and lower and remove 
the punch die (Figure 9). The die has a handle shaped 
like an inverted T. The operator must turn this 
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Indications 

Reader Feed Stop Light (Only) 
Sense Bit 1--lnterventior: 

Required (Only) 

NOTE: If read check/bit 3 or 
validity check/bit 4 
indications accompany feed 
stop/bit 1, follow procedure 
for read check or validity 
check. 

Reader Feed Stop Light 
Read Check Light 
Sense Bit 1--lntervention Required 

(Only) 

Read Check Ligh·t 
Sense Bit 3--Equipment Check 

(If card is read and stacked with 
sing Ie command.) 

Read Check Light 
Sense Bit 3--Equipment Check 

(If stacker selection is delayed.) 

Validity Check Light 
Sense Bit 4--Data Check 

(If card is read and stacked with 
sing Ie command.) 

Validity Check Light 
Sense Bit 4--DOIta Check 

(If stacker selection is delayed.) 

Restart Procedures 

1. Remove cards from stacker R 1 . 

2. Open hopper j ogg ler gate and remove cards from hopper. 

3. Open covers and remove any jammed cards from read feed. Reconstruct any 
damaged cards. 

4. With joggler gate still open, press reader start key to clear feed. 

5. Remove cards just run out into stacker R 1, place them and any reconstructed 
cards, in proper sequence, ahead of cards removed from hopper, and 
rep lace this deck in hopper or ahead of cards in file feed magazine. 

6. Close jogg ler gate. 

7. Press reader start key. 

This combination of error indications accompanies a 2540 read clutch failure; 
there may be cards in stacker R 1 that have not been read. Restart the job 
from the last checkpoint. 

1. Remove cards frorn stacker R 1. Determine (perhaps with aid from programmed 
message) which was last card read into processing unit, and correct any 
off-registration punching in it. Place this corrected card in stacker R1. 

2. Open j ogg ler gate and remove cards from hopper. 

3. With joggler gate open, press reader start key to clear read feed. 

4. Remove cards from stacker R 1 and p lace them ahead of cards removed from 
hopper. Place this deck in hopper or ahead of cards in file feed magazine. 

5. Close jogg ler gate. 

6. Press reader start key. 

1. Remove cards from stacker R 1 . 

2. Fo 1I0w steps 2-6 of preceding procedure, correcting any off-reg istration 
punching in first card run out into stacker R 1. 

1. Remove cards from stacker R 1. Determine (perhaps with aid from programmed 
message) which was last card read into processing unit (this card may be in 
another stacker) and correct any errors in this card. Place the corrected 
card in stacker R 1 . 

2. Open jogg ler gate and remove cards from hopper. 

3. With jogg ler gate open I press reader start key to c lear read feed. 

4. Remove cards from stacker R 1 and p lace them ahead of cards removed from 
hopper. Place this deck in hopper or ahead of cards in file feed magazine. 

5. Close jogg ler gate. 

6. Press reader start key. 

1. Remove cards from stacker R 1 . 

2. Open jogg ler gate and remove cards from hopper. 

3. With joggler gate open, press reader start key to c lear read feed. 

4. Locate and correct inval id character(s) in first card in stacker R 1. 

5. P lace corrected card ahead of cards in stacker R 1. P lace a II cards in 
stacker R 1 ahead of cards removed from hopper. Place this deck in hopper 
or ahead of cards in file feed magazine. 

6. Close jogg ler gate. 

7. Press reader start key. 

Figure 6. Restart Procedures - Standard and PFR Operation (Part 1 of 3) 
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Indications 

Validity Check Light 
Punch Check Light 
Sense Bit 3--Equipment Check 
Sense Bit 4--Data Check 

(If 2540 is performing PFR read 
operation. ) 

Punch Feed Stop Light (Only) 
Sense Bit l--Intervention Required 

(Only) 

(If the 2540 is not performing PFR 
operations. ) 

Punch Feed Stop Light (Only) 
Sense Bit l--Intervention Required 

(Only) 

(If 2540 is perform ing P FR operation.) 

Punch Check Light 
Sense Bit 3--Equipment Check 

(If 2540 is not performing PFR 
operation and is using stacker Pl.) 

Restart Procedures 

1. Remove card from punch hopper. 

2. Press punch start key to clear punch feed. 

3. Remove last three cards from stacker Pl. 

4. The first of these three cards may have to be reconstructed because it has been 
read and punched but not punch checked. 

5. The second card caused the validity check. Correct it as necessary. 

6. Place these three cards, after any necessary corrections, in front of the cards 
removed from the hopper. Place this deck in the hopper. 

7. Press the punch start key. 

8. Reconstruct internal data in the system as necessary to restart at the Start I/o 
instruction that caused the read ing of the first card run out of the punch feed 
in step 3. 

I'-IOTE: In some programs, reconstruction of internal data may not be 
provided for. In that case, restart the job from the last checkpoint. 

1. Remove cards from stacker Pl. 

2. Remove cards from hopper. 

3. Open covers and remove any jammed cards fr.om punch feed. 

4. Press punch start key to clear punch feed. 

5. Discard last card punched (2540 will repunch this card automatically). 

6. Replace blank cards in hopper and press punch start key. Last card wi" be 
repunched automatica" y and 2540 enters ready status. 

1. Remove cards from stacker Pl. 

2. Remove cards from hopper. 

3. Open covers and remove any jammed cards from punch feed. Press punch start 
key to c I ear feed. 

4. Any card removed or run out from between punch station and punch check 
brushes shou Id be reconstructed, because it has been punched but not punch 
checked. 

5. Place reconstructed cards and cards run out into stacker P 1 in proper sequence 
ahead of cards removed from hopper, and place th is deck in hopper. 

6. Press p'Jnch start key. 

7. Reconstruct internal data in the system as necessary to restart at the Start I/O 
instruction that caused the first card removed or run out to be read at the 
PFR station. 

NOTE: In some programs, reconstruction of internal data may not be 
provided for. In that case, restart the job from the last checkpoint. 

1. Remove cards from hopper. 

2. Press punch start key to clear punch feed .. 

3. Remove, last four cards from stacker Pl. The last two cards are blank; the first 
two should be discarded. 

4. Replace blank cards and cards removed from hopper in hopper. 

5. Reconst;ruct internal data in the system as necessary to restart at the Start I/O 
instruction that caused the first card removed from stacker P 1 to be punched. 

NOTE: In some programs, reconstruction of internal data may not be 
provided for. In that case, restart the job from the last checkpoint. 

Figure 6. Restart Procedures - Standard and PFR Operation (Part 2 of 3) 
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Indications 

Punch Check Light 
Sense Bit 3--Equipment Check 

(If 2540 is not performing PFR 
operation and is not using 
stacker Pl.) 

Punch Check Light 
Sense Bit 3--Equipment Check 

(If 2540 is performing PFR operation.) 

Restart Procedures 

1. Exam ine and correct, if necessary, error card, wh ich is last card in stacker Pl. 
(2540 automatically routes error cards to stacker Pl.) 

2. Place th is card in appropriate stacker. 

3. Press punch start key. 

4. The 2540 will force the card following the error card into stacker Pl, also. 
Place th is card in the appropriate stacker. 

NOTE: Because the error card and the card following it are both directed 
to stacker P 1, the program can correct a non-PFR punch check without 
operator intervention by repunching both cards and directing them to 
appropriate stackers. The operator can then discard cill cards in stacker Pl 
at the end of the job. 

1. Remove cards from punch hopper. 

2. Press punch stclrt key to clear feed. 

3. Remove last four cards from stacker Pl. The last two cards are correct; 
pre-punching in the first two must be reconstructed. 

4. P lace the two reconstructed cards, the two correct cards, and the cards 
removed from the hopper, in that sequence, in the hopper. 

5. Reconstruct internal data in the system as necessary to restart at the Start I/O 
instruction that caused the first reconstructed card to be read at the PFR 
station. 

NOTE: In some programs, reconstruction of internal data may not be 
provided for. In that case, restart the job from the last checkpoint. 

Figure 6. Restart Procedures - Standard and PFR Operation (Part 3 of 3) 

handle clockwise until the lock at the top of the die is 
released, and, if necessary, trip the ejection trigger 
on the handle to remove the die from the machine. 

When all cards and card fragments have been re­
moved from the punch unit, the operator replaces the 
die by pushing it up into the punch unit, and turning 
the handle counterclockwise. The die is improperly 
seated if a light tug on the handle causes it to fall. 
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Indications 

Reader Feed Stop Light (Only) 
System Console Main Storage Data 

Register (MSDR) Display: 4F 

Reader Feed Stop Light 
Read Check Light 
System Console MSDR Display: 3F 

(If there is no card jam in the 
2540 read feed.) 

Reader Feed Stop Light 
Read Check Light 
System Console MSDR Display: 3F 

(If there is a jam in the 2540 
read feed.) 

Restart Procedures 

1. Remove cards from stacker R 1 . 

2. Open joggler gate and remove cards from read hopper. 

3. Open covers and remove any jammed cards from read feed. 

4. With joggler gate still open, press reader start key to clear feed. Any 
damaged cards must be reconstructed. 

5. Remove cards just run out into stacker R 1. Place them and any reconstructed 
cards, in proper sequence, ahead of cards removed from hopper, and place 
th is deck in hopper or ahead of cards in fi Ie feed magazine. 

6. Close joggler gate. 

7. Press reader start key. 

8. Press system conso Ie start key. 

Th is combination of error indications accompanies a 2540 read clutch fai lure; 
there may be cards in stacker R 1 that have not been read. Restart the job 
from the last checkpoint. 

Follow the procedure for read check or validity check (the next procedure 
in 'this chart). 

~------------------------------+-----------------------------------------------------------------------

System Console MSDR Display: 3F 

(Read check or validity check has 
occurred, but the light has been 
turned off.) 

NOTE: Th is same indication can 
occur for PFR operation; see 
that procedure later in th is 
chart if appropriate. 

1. The last card in stacker R 1 is error card. Correct it. 

2. Open jogg ler gate and remove cards from hopper. 

3. With joggler gate open, press reader start key to clear feed. 

4. Place corrected card ahead of the three cards just run out into stacker R 1. 
Place these four cards ahead of the cards removed from the hopper, and 
place th is deck in the hopper or ahead of the cards in the fi Ie feed magazine. 

5. Close jogg ler gate. 

6. Press reader start key. 

7. Press system conso Ie start key. 
~-------------------------------+------------------------------------------------------- --------

Punch Feed Stop Light (Only) 
System Console MSDR Display: 5F 

(If 2540 is not performing PFR 
operation. ) 

Punch Check Light 
(Punch feed stop I ight may be on 
or off.) 

System Console MSDR Display: 5F 

(If 2540 is not performing PFR 
operation. ) 

1. Remove cards from stacker Pl. 

2. Remove cards from punch hopper. 

3. Open covers and remove any jammed cards from punch feed. 

4. Press punch start key to c lear feed. 

5. Discard last card punched (2540 wi II repunch th is card automatically). 

6. Replace blank cards in hopper and press punch start key. Last card wi II be 
repunched. 

7. Press system console start key. 
--~-----------------------------------------

1. The last card in stacker P 1 caused the punch check. Correct it as necessary. 
Place corrected card in appropriate stacker. 

2. Press system conso Ie start key. 

Figure 7. Restart Procedures - 2540 Compatibility Operation (Part 1 of 2) 
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Indications 

System Console MSDR Di:)play: 3F 
Punch Check Light and Validity 
Check Light may be on Ol~ off 

(If 2540 is perform ing PFR 
operation. ) 

Punch Feed Stop Light (Only) 
System Console MSDR Display: 5F 

(If 2540 is performing PFR 
operation. ) 

Punch Check Light 
(Punch feed stop light mlJy be on 

or off.) 

(If 2540 is performing PFR 
operation. ) 

Restart Procedures 

1. Remove cards from punch hopper. 

2. Press punch start key to c lear feed. 

3. Remove last three cards from stacker Pl. 

4. The first of these three cards must be reconstructed because it has been read 
and punched but not punch checked. 

5. The second card caused the error; correct it as necessary. 

6. Place reconstructed card 1, corrected card 2, and card 3 in front of the cards 
removed from the hopper. At the front of th is deck p lace a read i Iy­
identifiable blank card, and place this deck in the hopper. 

7. Reconstruct interna I data in the system as necessary to restart at the instruction 
that caused card 1 (see steps 4-6) to be read at the PFR station. 

NOTE: In some programs, reconstruction of internal data may not be 
provided for. In that case, restart the program from the last checkpoint. 
Be sure that the readily-identifiable blank card is the first card in the hopper. 

8. Set the system console process switch at SINGLE CYCLE. 

9. Set address lOFF in switches F, G, H, and J on the system console. 

10. Press the system reset key. 

11. Press R OAR reset key. 

12. Press system console start key. 

13. Set system console process switch at PROCESS. 

14. Press 2540 punch start key. 

15. At system console, perform Set IC function to address appropriate instruction. 
See Operator's Guide for the appropriate system. 

16. Press system console start key to resume processing. 

17. Remove readily-identifiable blank card inserted in step 6 when it is stacked. 
Th is card may now be punched; if it is, discard it. 

1. Remove cards from stacker Pl. 

2. Remove cards from punch hopper. 

3. Open covers and remove any jammed cards from punch feed. 

4. Press punch start key to c lear feed. 

5. Any cards removed or run out from between punch station and punch check 
brushes have been punched but not punch checked. Pre-punching in 
these cards shou Id be reconstructed. 

6. Place any reconstructed cards and cards run out into stacker P 1 in proper 
sequence ahead of cards removed from hopper. Place a readily-identifiable 
blank card ahead of this deck and place deck in hopper. 

7. Perform steps 7-17 of preceding procedure in this chart. 

1. Remove cards from punch hopper. 

2. If punch feed stop light is on, open covers and remove any jammed cards from 
pUr)ch feed. Correct any damaged cards. 
/ 

3. Press punch start key to c lear feed. 

4. Of the last four cards to enter the 2540 punch feed, the last two are correct 
and pre-punch ing in the first two must be reconstructed. 

5. Place a readily-identifiable blank card, the two reconstructed c:;:ards, the two 
correct cards, and the cards removed from the hopper in the hopper. 

6. Perform steps 7- '17 of PFR punch/validity check procedure (two procedures 
back in this chart). 

Figure 7. Restart Procedures - 2540 Compatibility Operation (Part 2 of 2) 
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